
K,KM se
ri

es

pioneer quality at affordable price

55

510

1800

227

146

40~260

45

200

265

200

480

510x440

735x675

3.9

100

13.8

30

44.7

400

5.82 x 1.30 x 2.05

7.2

Screw diameter
Shot volume with PS
Shot size (theoretical)
Injection pressure
Injection rate
plasticizing capacity
Injection stroke
Screw speed
Screw torque
Hopper capacity

Mold clamping force
Mold opening force
Max. toggle stroke
Min. mold height
Max. mold height
Clearance between tie bars (HxV)
Mold platens (H x V)
Ejecting force
Ejector stroke
Max. closing speed
Max. opening speed

Barrel heater
Pump motor
Total power consumption
Pump output
Hydraulic oil required
Machine dimensions (L x W x H)
Machine weight

mm
g

cm3
kg/cm2

cm3/sec 
kg/hr
mm
rpm
kg/m

ton
ton
mm
mm
mm
mm
mm
ton
mm

mm/sec
mm/sec

kW
kW
kW

   /min

m
ton

HI PRESRSTD HI PRESRSTD HI PRESRSTD HI PRESRSTD HI PRESRSTD HI PRESRSTD HI PRESRSTD HI PRESRSTD HI PRESRSTD HI PRESRSTD

2000

 56 (47)

1800

60(50)

30

73

81

 

29 (24)

115

40 ~ 285 (240)

33.1

30

45

1.5

250

150

280

310x270

450 x 410

1.7

60

417 (347)

608 (506)

5.4

11

18

49.2(40.9)

190

3.63 x 1.00 x 1.77

3.0

100

3073

3377

           

      

397

430

40 ~ 150 (125)

910.4

180

660

24.6

1000

350

850

970 x 870

1400 x 1300

13.8

190

923(769)

412 (343)

38.9

37 x 2 + 15

129

435.1 (362.4)

1200

11.34 x 2.59 x 2.37

45.2

1600

633 (527)

1800

567(472)

85

1864

2071

 

310(258)

365

40 -180 (150)

606.9

180

480

14.5

840

300

750

820 x 720

1195 x 1095

11.0

160

1077 (897)

522 (434)

33.3

37 + 30

102

324.7(270.5)

900

9.80 x 2.34 x 2.35

30.5

1600

469(390)

 1800

420 (350)

72

1147 

1261 

 

185 (151)

310

40 ~165 (135)

376.1

120

365

11.6

715

250

650

710 x 610

1040x 937

8.9

140

974 (811)

464 (386)

24.5

37 + 11

74

231.4 (192.7)

900

7.69 x 1.80 x 2.31

17.5

1600

334 (278)

1800

301 (251)

60

668

734

 

144 (120)

260

40 ~205 (170) 

231.0 

90

265

7.5

570

200

560

 610 x 530

890 x 810

7.0

120

1266 (1054)

578 (481)

17.5

37

56

187.0 ( 155.7)

580

6.51 x 1.60 x 2.18

11.8

1600

269 (224)

1800

 241 (200)

1600

202 (169) 

1800

188(157)

50

383

421

 

110 (90)

2.15

40 ~ 250 (205)

144.8

60

180

4.8

465

200

480

510 x 440

740 x 680

3.9

100

1244

691 (576)

12.6

30

44

142.5 (118.7)

400

5.63 x 1.30 x 2.05

7.5

45

286

1800

138

94

40~275

45

140

355

180

400

435x375

630x588

2.7

80

10.8

22

33.7

300

4.86 x 1.20 x 1.91

5.3

42

226

249

 

73 (60)

180

40 ~ 255 (210)

100.2

60

125

2.9

355

180

400

435 x 375

630 x 580

2.7

80

1792 (1492)

833 (694)

9.6

22

33

106.4 (88.6)

300

4.85 x 1.20 x 2.0

5.5

1600

155 (129)

1800

 139(116)

36

128

142

 

38(32)

140

40 ~ 225 (190)

59.2

30

80

2.3

305

180

330

360 x310

520 x 470

2.2

70

478 (398)

671 (559)

7.5

15

24

70.7 (58.9)

240

4.18 x 1.05 x 1.81

3.8

1800

89(74)

2000

 81 (67)

Screw diameter
Shot weight (PS)
Shot size (theoretical)
Injection pressure
Injection rate

Plasticizing capacity

Screw speed
Injection stroke
Hopper capacity
Clamp tonnade
Mould open tonnage
Toggle stroke
Min. mould height
Max. mould height
Tie-bar diameter
Space between tie-bars
Platen size (Movable platen)
Ejector tonnage
Ejector stroke
Max. closing speed
Max. opening speed
Pump motor power
Heater power
Control power
Total wattage
Pump output
Oil tank capacity
Machine dimensions (L X W X H)
Machine weight

mm
g

cm 
kgf/cm
cm /sec

kg/hr

rpm
mm

ton
ton
mm
mm
mm
mm
mm
mm
ton
mm

mm/sec
mm/see

kW
kW
kW
kW

 / min

m
ton 

3

3

2

25
44
51

2,300
64
(54)
19
(19)

 100 
 2,715 
 2,984 
 1,600 
 751 
 (630) 
 435 
 (409) 

40~165 (40-155)
380
120
650

30.19
1,000
500

1,000
160

970 X 970
1,400 X 1,395

17.1
190

911 (764)
416 (349)
45 + 45

40.5
1.0

131.5
520 (436)

1,100
10.38 x 2.30 x 2.35

35.0

 80 
 1,395 
 1,533 
 1,600 
 477 
 (400) 

180          257         319
(149)      (212)        (264)

40-175 (40-145)
305
90

450
15.80
800
400
750
135

820 X 820
1,190 X 1,185

12.1
160

872 (732)
490(410)
45 + 11

27.3
1.0

84.3
324 (272)

720
8.39 x l.92 x 2.13

21.3

 70 
 928 

 1,019 
 1,600 
 379 
 (317) 
 227 
 (196) 

40-220 (40-190)
265
90

360
14.51
700
350
650
125

710 X 710
1,050 X 1,045

10.9
140

900 (755)
436 (366)

45
23.7
0.8

69.5
260 (218)

550
7.51 x 1.69 x 2.20

15.4

 63 
 681 
 748 
 600 
 320 
 (320) 
 172 
 (172) 

40-215 (40-215)
240
90

280
11.64
600
300
600
110

610 X 610
910 X 905

7.0
120

952 (952)
453 (453)

37
19,0
0.8

56.8
218 (218)

500
6.75 x 1.54 x 2.18

11 .4 

 66 
 464 
 498 

 1,800 
 246
 (246)
 164 
 (154) 

40-275 (40-275)
210
60

220
7.55
500
250
550
95

560 X 560
820 X 815

6.1
110

1,283 (1,283)
586 (586)

30
16.6
0.8

47.4
187 (187)

360
5.95 x 1.39 x 2.08

8.6

40-280 (40-280)
190
60

180
6.16
465
200
500
90

510 X 510
750 X 745

5.3
100

1,410 (1, 177)
629 (525)

30
13.7
0.8

44.5
163 (136)

300
5.48 x 1.31 x 2.03

7.3

   40-275 (40-275)
150
30

100
2.9
330
180
400
65

410 X 410
590 X 585

3.3
80

680 (680)
1.000 (1.000)

18.5
9.3
0.8

28.6
123 (123)

250
4.17 x 1.09 x 1.83

4.4

 40-290 (40-290)
170
45

140
4.81
370
200
450
SO

460 X 460
670 X 1565

3.9
90

1.565 (1.310)
724 (606)

22
11 .2
0.8

34.0
147 (123)

250
14.3 x 1.28 x 1.92

 5.8

40-300 (40-260)
130
30
80
2.4
300
180
350
60

360 X 360
530 X 525

V
70

700 (590)
990 (830)

15
7.4
0.8

23.2
100 (84)

200
3.77 x 1.09 x 1.78

3.4

40~300 (40-300) 
105
30
50
1.8
250
150
300
50

310 X 310
450 X 445

2.2
60

570 (480)
830 (700)

11
4.8
0.8

16.6
64 (54)

135
3.37 x l.07 x l.74

2.5

90
2,224
2,417
2,000
60B

(510)
327
(307)

115
3,552
3,947
1,200
993
(833)
577
(542)

40~180 (40-150)
340
120
550

24.63
900
450
850
150

870 X 870
1,270 X 1,265

13.7
180

889 (745)
397 (332)
45 + 22

35.6
1.0

103.6
407 (341)

900
9.33 x 2.01 x 2.30

27.3

 90 
1,968
2,163
1,600
592
(497)
357
(297)

80
1,572
1,709
2,000
468
(393)
264

(220) 

100
2,403
2,670
1,300
731
(614)
435
(363)

 28
 55
 64

1,800
80
(67)
26
(26)

30
78
91

2.300
101
(84)
32
(27)

 34
 100
 118

1.800
129
(109)
46
(39)

36
130
152

2,300
127
(127)
50
(50)

40
 160
188

1,800
157
(157)
66
(66)

40
197
213

2,200
151
(126)
74
(74)

45
 246
 270

1,800
191
(160)
100
(100)

45
278
302

2,200
171
(143)
97
(97)

50
339
373

1,800
211
(177)
123
(123)

55
406
451

1,500
256
(214)
145
(145)

60
379
412

2,100
203
(203)
121
(121)

63
689
664

1,300
323
(323)
202
(202)

56
624
670

2,100
244
(244)
120
(120)

70
831
923

1,300
395
(395)
204
(204)

63
760
826

2,000
307
(257)
176
(152)

80
1,199
1,332
1,200
495
(415)
296
(255)

70
1,080
1,173
2,000
365
(307)

90
1,746
1,940
1,200
603
(507)

K45Descriptions K365 K480 K660K265K200K180K140K125K80

KM650BKM550BKM450BKM280BKM220BKM180BKM140BKM100BKM80BKM50BDescriptions KM360B

Kawaguchi K, KM Series Specifications 


